
SINGLE SPLIT

14

UT36F / UT42F / UT48F / UT60F

CEILING MOUNTED CASSETTE
ADD THE PRICE OF THE GRILLE AND CONTROLER TO YOUR ORDER

COMBINATION 36 42 48 60

Capacity
kW

kW

Power Input (Set)
kW

kW

Running Current
A

A

EER / COP

SEER / SCOP

Pdesign
kW

kW

Seasonal Energy Label

Annual Energy Consumption

Dehumidification Rate

ODU Sound Pressure Level

ODU Sound Power Level

Piping Connections

Operation Range
(Outdoor)

INDOOR UT36F NA0 UT42F NA0 UT48F NA0 UT60F NA0

Power Supply

Power Input (IDU) W 

Air Flow Rate

Dimensions

Weight

Sound Pressure Level

Sound Power Level

Piping Connections

Recommended
Decoration Panel*

OUTDOOR - SINGLE PHASE UUD1 U30

Power Supply

Circuit Breaker A 40

Power Supply Cable (Included Earth)

OUTDOOR - THREE PHASE UUD3 U30
Power Supply

Circuit Breaker A 20

Power Supply Cable (Included Earth)

Dimensions

Weight

Compressor 

Refrigerant

40

Fan

Total Piping Length

Piping Elevation

UUD1.U30 UUD3 U30


